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J18: PCI2.1 or PCI2.2 Select 
1-2 Short A14? RSV 
2-3 Short A14?  

3.3VAUX 
J24/J29: LAN1/2 Speed LED 

1 LED Power 
2 LAN Speed 

J25/J28: LAN1/2 Active & 
Link LED 

1 ACTLED 1/2 
2 LILED 1/2 

J27: Power LED Connector 
1 Pull-Up to +5V 
2 Ground 

J30: ATX Power Button 
1 Power On 
2 Ground 

J31: Reset Button 
1 Ground 
2 Reset  

J33: +5V IDE Power 
1 +5V 
2 Ground 

 
J34: IDE Active LED 

1 Pull up to +5V 
2 Active Signal 

 
JP1: Panel 1/2 Power Select 

1-2 Short +5V Input 
*2-3 Short +3.3V Input 

JP2: Panel 1/2 Power Select 
1-2 Short +5V Input 
*2-3 Short +3.3V Input 

JP3: CMOS Status Select 
*1-2 Short Normal 
2-3 Short Clear CMOS 

JP4: Battery Low Connector 
1 BATLOW 
2 Ground  

Connector Function Connector Function 
J1 CPU Fan J27 Power LED 
J2 CPU Fan J30 ATX Power 
J9 Panel B Back 

Light Connector 
J31 Reset Button 

J14 Panel A Back 
Light Connector 

J33 +5V IDE Power 
Connector 

J18 PCI Select J34 IDE Active LED 
J24/29 LAN1/2 Speed 

LED Connector 
J38 Digital I/O 

J25/28 LAN1/2 Active & 
Link Connector 

J39 KB/Mouse 
Connector  

 
SW1: Serial Port 2 RS232/422/485 Select 
Mode S1-1 S1-2 S1-3 S1-4 
RS232 Off Off Off Off 
RS422 On On On On 
RS485 On On Off On 

 

For further information, please visit our website: 

Web: http://www.nexcom.com   E- Mail: sales@nexcom.com 

 

 


